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RINGKASAN 

Christin Natalia Sirait, Jurusan Teknik Sipil, Fakultas Teknik, Universitas Brawijaya, 

Juni 2017, Pengaruh Variasi Panjang Serat Kawat Loket Lapis PVC terhadap Kuat Tekan, 

Kuat Tarik Belah dan Modulus Elastisistas Beton Serat (Fiber Concrete). Dosen 

Pembimbing: Dr. Eng. Indradi Wijatmiko, ST., M.Eng (Prac.) dan Ananda Insan Firdausy, 

ST., MT., M.Sc. 

 Beton serat merupakan beton yang terbuat dari campuran semen, agregat halus, 

agregat kasar dan sejumlah kecil serat. Sekarang ini penerapan beton serat yang banyak 

dipakai di luar negeri adalah serat baja (steel fiber), dengan bentuk dan dimensi yang 

beraneka ragam. Di indonesia beton serat belum banyak digunakan, salah satu 

penyebabnya adalah belum tersedianya serat baja dengan harga murah dan dalam jumlah 

yang cukup. Untuk mengatasi hal itu telah ditemukan solusi alternatif, yaitu dengan 

menerapkan serat dari potongan-potongan kawat lokal yang dengan mudah ditemukan dan 

tersedia secara luas dipasaran.  

Pada penelitian ini penerapan serat baja lokal yang digunakan adalah potongan 

kawat loket lapis PVC hijau. Tujuan penelitian ini untuk mengetahui panjang optimum 

serat kawat loket pada kuat tekan, kuat tarik belah dan modulus elastisitas beton serat, 

dengan variasi panjang serat yang digunakan yaitu 12 mm, 24 mm, dan 36 mm. 

Penambahan serat untuk setiap benda uji adalah 1% dari volume silinder.  

Hasil penelitian ini menunjukkan bahwa kuat tekan beton serat lebih kecil 

dibandingkan beton normal, nilai kuat tekan beton normal adalah 32,893 Mpa dan nilai 

kuat tekan maksimum beton serat adalah  31,366 Mpa, dengan penurunan nilai sebesar 

4,64% dari beton normal. Nilai kuat tarik belah beton menunjukkan kenaikan nilai sebesar 

2% dan 0,58% pada variasi panjang serat 12 mm dan 36 mm, dengan nilai kuat tarik belah 

yaitu 2,475 Mpa pada serat 12 mm dan 2,439 Mpa pada serat 36 mm. Hasil Modulus 

Elastisitas menunjukkan bahwa beton normal memiliki nilai yang lebih besar dibandingkan 

beton serat, nilai modulus elastisitas maksimum pada beton serat adalah 42221,28 Mpa 

pada variasi panjang serat 24 mm dengan nilai penurunan 14,29% terhadap beton normal. 

Kata Kunci : beton serat, serat kawat loket lapis PVC, kuat tekan, kuat tarik belah, 

modulus elastisitas 
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SUMMARY 

Christin Natalia Sirait, Department of Civil Engineering, Faculty of Engineering of 

University of Brawijaya, July 2017. Effects of Length Variation of PVC Coated Welded Wire 

Mesh Fiber on Compressive Strength, Tensile Strength and Modulus Elasticity of Fiber 

Concrete. Academic Supervisor. Dr. Eng. Indradi Wijatmiko, ST., M.Eng (Prac.) and 

Ananda Insan Firdausy, ST., MT., M.Sc 

 Concrete fibers are concrete which made from a mixture of cement, aggregate, and 

a small amount of fiber. Now the application of fiber concrete that is widely used abroad is 

steel fiber, with diverse forms and dimansions. In Indonesia fiber concrete has not been 

widely used, one reason is the unavailability of steel fibers with low prices and in sufficient 

quantities. To overcome this has been found an alternative solution, namely by applying 

fiber from local pieces of wire that is easily found and widely available in the market. 

 In this research the application of local steel fiber which used is PVC coated 

welded wire mesh. The purpose of this research is to know the optimum length of wire fiber 

on compressive strength, tensile strength and modulus  elasticity of fiber concrete, with 

variation of the fiber length used is 12 mm, 24 mm, and 36 mm. The addition of fibers for 

each specimen is 1% of the volume of the cylinder. 

 The results of this study indicate that the compressive strength of concrete fiber is 

smaller than normal concrete, the value of normal concrete compressive strength is 32,893 

Mpa and the maximum value of concrete compressive strength is 31,366 Mpa, with 

decreasing value equal to 4,64% from normal concrete. The value of concrete tensile 

strength showed an increase of values of 2% and 0.58% on variations in fiber lengths of 12 

mm and 36 mm, with a tensile strength value of 2.475 MPa at 12 mm length and 2,439 MPa 

at 36 mm length. Modulus elasticity result shows that normal concrete has bigger  than fiber 

concrete, maximum modulus of elasticity value in fiber concrete is 42221,28 Mpa on 

variation of fiber length 24 mm with decreasing value 14,29% to normal concrete. 

 

Keywords : fiber concrete, PVC coated welded wire mesh fiber, compressive strength, tensile 

strength, and modulus elasticity. 
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