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RINGKASAN

Abdul Harist Fajaruddin, 135060400111004, Jurusan Teknik Pengairan, Fakultas Teknik,
Universitas Brawijaya, Januari 2018. Studi Penentuan Daya Tampung Beban Pencemaran
Sungai Brantas Ruas Kota Malang dengan Menggunakan Paket Program QUAL2Kw,
Dosen Pembimbing: Ir. Moch. Solichin., MT., Ph.D dan Dr.Eng Tri Budi Prayogo, ST., MT

Kota Malang merupakan sebuah kota yang terletak di Jawa Timur dengan luas wilayah
252.1 km?. Salah satu sungai utama yang menjadi sumber perairan bagi lahan pertanian dan
perkebunan di kota ini adalah Sungai Brantas. Berdasarkan data dari Dispendukcapil tahun
2016 jumlah penduduk Kota Malang mencapai 895.387 Jiwa. Penduduk di Kota Malang
sendiri pada lima tahun terakhir bertambah sebanyak 50.116 orang dibandingkan pada tahun
2012 penduduk Kota Malang sebanyak 845.252 orang dengan rata-rata peningkatan jumlah
penduduk sebanyak 1.454% dari tahun lalu. Dengan meningkatnya jumlah penduduk dan
adanya alih fungsi lahan di DAS Brantas hulu dikhawatirkan dapat menyebabkan penurunan
kualitas air. Dalam studi ini akan dibahas tentang beban pencemaran BOD, COD, DO, pH,
Nitrat dan temperatur.

Untuk menganalisa parameter kualitas air tersebut di sepanjang aliran sungai, maka
diperlukan suatu metode kontrol yang secara ekonomis dan teknis dapat dipertanggung
jawabkan, salah satu metode tersebut adalah dengan cara model simulasi kualitas air
menggunakan Aplikasi QUAL2Kw karena penggunaan model ini telah direkomendasikan
Keputusan Menteri Negara Lingkungan Hidup No 110 Tahun 2003. Studi ini memodelkan
Sungai Brantas ruas Kota Malang dari Jembatan Pendem hingga Jembatan Bumi Ayu
sepanjang 21.57 km.

Dari aplikasi ini didapatkan hasil yaitu nilai beban pencemaran dan daya tampungnya
pada masing-masing reach. Beban pencemaran yang paling besar terdapat pada reach kedua
untuk semua parameter yaitu 609.846 kg/hari untuk TSS, 152.669 kg/hari untuk BOD, dan
995.976 kg/hari untuk COD. Hal ini dapat disebabkan karena jarak pada reach kedua yang
paling panjang sehingga penggunaan lahan untuk pemukiman lebih banyak dari reach
lainnya. Nilai daya tampung yang paling tinggi terjadi pada reach 2, untuk parameter TSS
584,340 kg/hari, BOD 127,164 kg/hari, dan COD 910,958 kg/hari.

Kata Kunci: QUAL2Kw, Sungai Brantas, Kualitas Air



SUMMARY

Abdul Harist Fajaruddin, 135060400111004, Department of Water Resources Engineering,
Faculty of Engineering, Brawijaya University, Januari 2018. Study of Determination The Pollution
Load Capacity on Brantas River Malang City Segmen Using Program Package QUAL2Kw,
Academic Supervisors : Ir. Moch. Solichin., MT., Ph.D and Dr.Eng Tri Budi Prayogo, ST., MT

Malang is a city located in East Java with an area of 252.1 km?. One of the main rivers that
source water for agricultural land and plantations in this city is the Brantas River. Based on data
from Dispendukcapil in 2016 the population of Malang City reached 895,387 people. Population
in Malang City in the last five years increased by 50,116 people compared to the year 2012 the
population of Malang city as many as 845.252 people with an average increase in population as
much as 1.454% from last year. With the increasing population and land conversion in the upper
Brantas watershed area it is feared to cause water quality degradation. In this study will be
discussed about the pollution load BOD, COD, DO, pH, Nitrate and temperature.

To analyze the water quality parameters along the river flow, it is necessary to have a
control method which economically and technically can be justified, one of the method is by the
water quality simulation model using QUAL2Kw Application because the use of this model has
been recommended Decree of State Minister of Environment No. 110 Year 2003. This study
modeled the Brantas River of Malang City from Pendem Bridge to Bumi Ayu Bridge along 21.57
km.

From this application obtained the results of the pollution load value and the capacity of
each reach. The largest pollution loads are in the second reach for all parameters: 609.846 kg / day
for TSS, 152.669 kg / day for BOD, and 995.976 kg / day for COD. This can be due to the distance
at the longest reach of the longest so that the land use for the settlement is more than the other
reach. The highest rated capacity occurs at reach 2, for TSS parameter 584,340 kg / day, BOD
127,164 kg / day, and COD 910,958 kg / day.

Keywords: QUAL2Kw, Brantas River, Water Quality
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